
 

 

Connecting a Garmin Receiver to an Intelliview III/IV Yield Monitor 

-- CR9040, CR9050, CR9060 Combine, RS-232 Installation -- 
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(Representative image) 
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Garmin Receiver Configuration Settings: (Preprogrammed) 
8N1 NMEA 4800 
Output rate: 1 Hz 
Required NMEA strings: GGA and VTG 

IV Display Configuration Settings: 

Power up the display and go to MAIN>TOOLBOX>GPS 

Set the GPS Connection type to ‘RS232A’  

If the receiver doesn’t communicate immediately, cycle the 

power the display and receiver. 

View GPS Status at MAIN>DIAGNOSTICS>GPS 

 
 
 
 
 
 
 
 
 
 

 

 

* The 10-pin Metripack GPS  
connector is located at the rear of the 
right-hand console.  The connector  
should be routed through a hole in the 
bottom of the console, so that it hangs 
below the console. 
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10 Pin Male White MP     *10 Pin Female MP 

Intelliview III/IV Serial GPS Install Harness 

P/N AE3834 

Garmin RJ45 to DB9 Adapter 

P/N AE72991 

Garmin Receiver 

P/N AE5640 

Mounting Plate (Attached to bottom of receiver) 

P/N AE5641 


